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Headspace vials are manufactured to provide uniform 
glass thickness which ensures even heat distribution for 
consistent sampling reliability.

They are suitable for almost all modern autosamplers 
with magnetic and aluminium cap choices.

standard
vials

chromatography

Due to the high requirements of chemical analysis, 
especially regarding the reproducibility combined with 
high detection sensitivity, the container material for the 
respective samples is of great importance.

Chromatography vials are available with graduated
marking spot which provides the ability to fill a sample 
vial to a desired level and facilitates viewing sample 
volumes. Spot can be written on with a pencil.

They are ideal to be used for modern auto samplers.

quantity
in box

100 pieces
100 pieces
100 pieces

096.01.001
096.01.002
096.02.001

standard
vial caps

PTFE/silicone septum - blue
PTFE/silicone (with slit) - blue

PTFE/silicone septum silver Al. seal

material
screw cap
screw cap
crimp cap

cap
type

quantity
in box

1 piece
1 piece

097.01.011
097.01.020

crimper
11 mm
20 mm

decapper
size

11 mm
20 mm

crimper
size

097.02.011
097.02.020

decapper

quantity
in box

100 pieces
100 pieces
100 pieces
100 pieces

095.01.001
095.01.002
095.02.001
095.02.002

standard
vials

1.5 ml
1.5 ml
1.5 ml
1.5 ml

size
11.6 × 32 × 6.0 mm
11.6 × 32 × 6.0 mm
11.6 × 32 × 6.0 mm
11.6 × 32 × 6.0 mm

vial
dimensions

clear
amber
clear

amber

colour
screw head
screw head
crimp head
crimp head

head
type

headspace
vials

chromatography

quantity
in box

100 pieces
100 pieces

096.03.001
096.04.001

head space
vial caps

3 mm
3 mm

thickness
silicone / blue / PTFE 
silicone / grey / PTFE

septum
description

normal
magnetic

headspace
cap type

quantity
in box

100 pieces095.03.001

head space
vials

20 ml
size

23 x 75.5 mm

vial
dimensions

crimp cap

head
type

clear
colour

Standard packing of 100 vials

in a dust proof clear P.S. box.



polystyrene
cuvettes

spectrophotometer
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polypropylene
cuvette rack

spectrophotometer

Manufactured from clear polypropylene for safe 
handling and  holding up to 12 cuvettes with a 10 mm 
light path.

These racks consist of hinged lids with secure clasps and 
removable inserts for easy cleaning.

The height of the lid is designed to accommodate the 
tallest spectrophotometer cells - even those with covers 
or stoppers. Catalogue No: 098.03.001

volume
3.50 ml
1.75 ml

quantity
in box

2 pieces
2 pieces

quartz
cuvettes

path
length

10.0 mm
10.0 mm

type
Quatz

Quartz-Micro

operating
range

170-2,700
170-2,700

quartz
cuvettes

spectrophotometer

Quartz cuvettes have fused bodies with optically 
polished quartz windows and fit all standard 
spectrophotometer cell holders.

They have overall dimensions of 12.5 x 12.5 x 45 mm 
and contain PTFE cover.

Polystyrene (disposable) cuvettes with applicable 
wavelength range from 340 to 900nm have optimized 
shapes and narrow wall thicknesses.

Manufactured under clean room conditions and packed 
as groups by mould cavity number to keep the  lowest 
variation of extinction coefficient.

They have clear, clean optical path with indication of optical 
path orientation. These cuvettes carry drastically reduced 
risk of contamination and have lower costs compared to 
quartz glass cuvettes.

098.01.001
098.01.002

volume
1.5 to 3.0 ml
2.5 to 4.5 ml

quantity
in box

100 pieces
100 pieces

polystrene
cuvettes

path
length

10.0 mm
10.0 mm

dimensions
12.5x12.5x45 mm
12.5x12.5x45 mm

cuvette
type

semi micro
macro

098.02.001
098.02.002


