
PATIENT MONITORS 

 

 
 

PORTABLE 

Features: 

 Portable designed 

 12 inch high definition color TFT display 

 Standard 6-parameter : ECG, HR, NIBP, SPO2, 
RESP, TEMP 

 Printer Optional (with or without printer) 
 13 kinds of Arrhythmia analysis 

 4-6 hours battery power supply 

 720 hours of trend data playback 

 1000 NIBP review 

 1000 alarm events review 

 100 arrhythmia review 

 1 hours of waves playback 

 Sound, light, voice alarm, volume adjustable 

 Wired connected to central monitor system 

Standard 6- parameter 

ECG 

Lead type: 3/5 leads electric cable 
Heart rate range: 15~300bpm (adult), 15-~350bpm (child & 
neonate) 
Accuracy: ±1bpm or ±1%, whichever is bigger 
  

NIBP 
Method: Pulse wave oscillation 
Operation mode: Manual/Automatic/Continuous 
Over-pressure protection: 300Hg (adult), 240mmHg (child), 
150mmHg (neonate) 
  

SpO2 

Range: 0~100% 
Resolution: 1% 
  

Respiration 

Method: RA-LL impedance 
Respiration rate: 7~120BrPM (adult), 7~150BrPM (child & 
neonate) 
Resolution: 1BrPM 
  

Temperature 
Channels: 2 channels 
Range: 0~50°C 
 
 

 



 
 
 
 

 

Features: 

 Modular designed 

 15 inch high definition color TFT display 

 Standard 6-parameter : ECG, HR, NIBP, SPO2, 
RESP, TEMP 

 EEG/PSG ETCO2 IBP module optional 
 Printer Optional (with or without printer) 
 13 kinds of Arrhythmia analysis 

 4-6 hours battery power supply 

 720 hours of trend data playback 

 1000 NIBP review 

 1000 alarm events review 

 100 arrhythmia review 

 1 hours of waves playback 

 Sound, light, voice alarm, volume adjustable 

 Wired connected to central monitor system 

Standard 6- parameter 

ECG 

Lead type: 3/5 leads electric cable 
Heart rate range: 15~300bpm (adult), 15-~350bpm (child & 
neonate) 
Accuracy: ±1bpm or ±1%, whichever is bigger 
  

NIBP 
Method: Pulse wave oscillation 
Operation mode: Manual/Automatic/Continuous 
Over-pressure protection: 300Hg (adult), 240mmHg (child), 
150mmHg (neonate) 
  

SpO2 

Range: 0~100% 
Resolution: 1% 
  

Respiration 

Method: RA-LL impedance 
Respiration rate: 7~120BrPM (adult), 7~150BrPM (child & 
neonate) 
Resolution: 1BrPM 
  

Temperature 
Channels: 2 channels 
Range: 0~50°C 
 

 



 
PORTABLE 

Four parameters: NIBP, SPO2, Pulse Rate, 
Temperature(optionl) 

  Features 
1          Compact, light, easy for carrying and handling. 
2          Large bright LED display of measurement, easy to read. 
3          Unique character and icon display of information, easy 
for setting and watching. 
4          Storage and review of NIBP and SpO2 data up to 800 
groups. 
5          Build in rechargeable LI-battery for 10 working hours. 
6          Low battery power indicator. 
7          Automatic power-off. 
8          Audio and visual alarm. 
9          External printer available. 
  
  
Applications 
This product can be applied in the hospitals operation room, 
ICU, clinic section office, Out-patient department, sickroom 
and emergency treatment. 
 
 
 

 

JR2000 (12.1 inch display) Multi-parameter  
Patient Monitor 
  
Six parameters: ECG, RESP,NIBP, SpO2,PR & TEMP 
 1.Optional: EtCO2, IBP, Recorder, VGA, Central Monitor, 
touch screen. 
2.12.1 inch color TFT screen, OxyCRG Dynamic View display, 
Trend Coexist display and etc. 
3.20 type Arrhythmic Analysis, Multi-Lead ECG Waveforms 
Display in Phase 
3.Real time S_T segment analysis, pacemaker detection 
4.15 type Drug calculation and titration table 
5.Efficient resistance to interference of defibrillator and 
electrosurgical cautery 
6.SPO2 can testing for 0.1% Weak, high accuracy 
7.Over-pressure NIBP protect for patients' safety 
8.Anti-ESU, anti-defibrillator; RA-LL impedance Respiration 
9.Large volume of  tabular and graphic trends information 
storage and easy to recall 
10.Up to 4 hours working capacity of built-in rechargeable 
battery 
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2.12.1 inch color TFT screen, OxyCRG Dynamic View display, 
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3.20 type Arrhythmic Analysis, Multi-Lead ECG Waveforms 
Display in Phase 
3.Real time S_T segment analysis, pacemaker detection 
4.15 type Drug calculation and titration table 
5.Efficient resistance to interference of defibrillator and 
electrosurgical cautery 
6.SPO2 can testing for 0.1% Weak, high accuracy 
7.Over-pressure NIBP protect for patients' safety 
8.Anti-ESU, anti-defibrillator; RA-LL impedance Respiration 
9.Large volume of  tabular and graphic trends information 
storage and easy to recall 
10.Up to 4 hours working capacity of built-in rechargeable 
battery 
 
 
 

 
 

PORTABLE 

Parameters 
ECG/NIBP/SPO2/TEMP/PR/PLETH/PULSE STREATH/AC 
H.S.Code  - 90181930 
Net Weight - 0.6kg 
Package Size - 30x22x9cm 
Color - Yellow, white 

 
1. Palm, compact, easy for carrying and operation  
2. Clear and bright color LCD 

3. Friendly user interfaces with touch screen 

4. Intelligent Measuring of ECG / NIBP / SpO2 / PR / PLETH / T
EMP 

5. Storage/Review trend data up to 129 hours and 3888 group
s 

6. Utility PC software package for long time monitoring, web t
ransferring, history data uploading/ 

    review/printing/storage 

7. Audio and visual alarm 

8. Built-in rechargeable Li-ion battery, up to 5-
hour power supply 

9. Automatic shutdown for power saving  
 
 
 
 



 

Compact multi-parameter monitor TD 230i  
Multi-Parameter Spot-Check Monitor TD - 230i 
 
Apply Clever-Inflation® NIBP technology for faster and more 
comfortable reading 
Options for ear thermometer or oral, axillary and rectal 
thermometer 
Choice to integrate with blood glucose meter 
Allow to adapt with various pulse oximetry technology ( 
Nellcor*1, or TaiDoc based technology) 
Barcode reader, IC card reader and thermal printer as optional 
accessories that allow faster patient data input and results 
output 
Color TFT LCD with touch screen menu control 
 
Specification 
Cuff pressure 0 - 300mmHg 
Measurement Method Clever-Inflation® (inflating & deflating ) 
Measuring Range 30 - 300mmHg (Ad); 30 - 150mmHg (Ped) 
Resolution 1mmHg 
Accuracy ±2mmHg or ±2% of reading, whichever is greater 
Automatic Cycle 1-60 min; 2-4 hr 
Measuring Range 1 - 100% - Resolution 1% 
Accuracy 70 - 100% ± 2 digits; Low perfusion: 70 - 100% ± 2 
digits 
Pulse rate 30 - 250 bpm ± 1 digit 
Measuring Principles Dual wavelength LED 
Audio Tone with each detected pulse; pitch varies with 
saturation 
Options for Adding Nellcor SpO2 module 
Heart (Pulse) Rate  
Method SpO2 or Blood Pressure Dominated, selecting by 
users 
Measuring Range 30 - 250 bpm(SpO2 priority);  
30 - 240 bpm (Blood Pressure priority) 
Accuracy ±2 bpm or ±4 of reading 
Update Time Every second (for SpO2 measuring) 
Resolution 1 bpm 
Interface IrDA communicate with main unit 
Power Source Individual battery (AAA) x 2 
HCT Compensation 0 - 70% 
Sample Size 1.1 uL 
Reaction Time 5 s 
Interface IrDA communication with main unit for ear 
thermometer 
Measurement Range 25 - 43℃ - Accuracy < 0.5℃ 
Dimension 309 x 190 x 190 (mm) 
Weight 2.5Kg with accessory and battery 
 



 

Compact multi-parameter monitor  VISIO  Patient 
Monitor 
 
Description 
-Multi Parameter Patient Monitor 
-12.1" color TFT LCD screen with maximum 8-waveform 
display 
-Advanced streamline outline design, portable, compact, 
lightweight 
-Drug concentration calculation, ST segment detection, pace-
maker analysis and arrhytmia analysis 
-Display OxyCRG diagram, seven leads ECG waveform 
simultaneously and big character mode ( 5 customs display 
mode) 
-Three-application mode: monitoring, diagnosis, operating. 
-Easy operation with user friendly menu  
-360 hours data storage 
-Protection against electrosurgical interference 
-Rechargeable high-energy built-in battery 
-WAN communication function to network with central 
monitoring system and make long-distance monitoring, 
diagnosis, maintenance and software upgrade possible 
-Intelligent audio and visual comprehensive alarm 
-Suitable for adult, pediatrics, neonates 
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